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EC Centrifugal Fan-A2 Airfoil

Backward Curved Φ500
Creation date：2024-03-13

额定数据 Nominal data

型号 Type EC180/85D3G01-B500/175A2-01-Z

相位 Phase 3~

额定电压 Rated voltage VAC 400

电压范围 Rated voltage range VAC 380 ~ 480

频率 Frequency Hz 50/60

转速 Speed (rpm) min-1 2250

功率 Power consumption W 5700

电流 Current A 8.7

最低环境温度Min. ambient temperature ℃ -25

最高环境温度Max. ambient temperature ℃ 55

ErP能效数据 ErP Energy efficiency data

实际 Actual 规定 2015 Req. 2015

整体效率ηes Overall efficiency % 69.4 59.4

测量类别 Measurement category A

效率类别 Efficiency category 静态 Static

效率等级 N Efficiency grade N 72.0 62

转速调节 Variable speed drive 是 Yes
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技术说明 Technical description

重量 Weight 58kg

叶轮尺寸 Impeller size 500mm

电机尺寸 Motor size 180mm

转子表面 Rotor surface 黑色喷漆 Painted black

叶轮材料 Impeller material 铝制 Sheet aluminum

面板材料 Support plate material 钢制，镀锌 Sheet steel, galvanized

支架材料 Support bracket material 钢制，黑色喷漆 Sheet steel, painted black

导风圈材料 Inlet nozzle material 钢制，镀锌 Sheet steel, galvanized

叶片数量 Number of blades 5

旋转方向 Direction of rotation CW（从转子端看）From the rotor

防护等级 Degree of protection IP54

安装方式 Installation type 轴水平安装或转子向下安装

Shaft horizontal or rotor downward installation

绝缘等级 Insulation class F

储存环境温度 Storage temperature -40℃ ~ +80℃

运行模式 Mode S1

振动 Vibration ≤ 4.6mm/s

动平衡 Dynamic balance G4.0

轴承 Bearing 滚珠球轴承 Ball bearing

风机寿命 Life time 时 Hour 40,000 额定电压，风机全速运转，40℃环境

At nominal voltage, running at full speed,

environment temperature 40℃

控制特点 Control characteristics 0-10 VDC / PWM 控制输入端

0-10 VDC / PWM speed regulation

输出端 10VDC，最大 3.5mA

Output terminal +10VDC, 3.5mA max

集成的 PID控制器 Integrated PID controller

电机软件过热保护

Motor software overheat protection

软启动 Soft Start

RS485 MODBUS-RTU

报警继电器 Alarm relay

低电压/相故障检测

Under volt/Phase failure protection
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特性曲线及数据 Characteristic curve and data

电压 频率 转速 功率 电流 噪声 风量 静压 风量

U f n Ped I Lp qv pfs qv

V Hz min-1 W A dB ( A ) m3/h Pa cfm

1 400 50 2250 3767 5.8 87 17082 0 10054

2 400 50 2250 5219 8.0 84 13958 700 8215

3 400 50 2250 5700 8.7 83 9821 1400 5780

4 400 50 2250 4904 7.5 86 5533 1750 3257

5 400 50 1900 2318 3.6 83 14432 0 8495

6 400 50 1900 3156 4.8 80 11660 491 6863

7 400 50 1900 3533 5.4 79 8208 983 4831

8 400 50 1900 3137 4.8 80 4592 1231 27003

9 400 50 1450 1069 1.7 78 10797 0 6355

10 400 50 1450 1340 2.1 77 8737 277 5142

11 400 50 1450 1561 2.4 73 6174 563 3634

12 400 50 1450 1422 2.2 73 3502 711 2061

13 400 50 1000 378 0.8 74 7172 0 4221

14 400 50 1000 472 0.9 70 5800 123 3414

15 400 50 1000 540 1.0 66 4086 251 2405

16 400 50 1000 475 0.9 65 2353 326 1385
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产品图纸 Product drawing

线路图 Connection diagram
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Terminal NO. Connection Function

KL1
1 L1

电源相线，电压范围见铭牌

Power supply, phase, voltage range see label

2 L2
电源相线，电压范围见铭牌

Power supply, phase, voltage range see label

3 L3
电源相线，电压范围见铭牌

Power supply, phase, voltage range see label

4 PE
保护接地

Protective earth

KL2
1 NC

状态继电器，浮动状态触点，故障或断电后断开

Status relay, floating status contact, break for failure

2 COM

状态继电器，浮动状态触点，触点额定值 250VAC/2A

(AC1)最小 10mA

Status relay, contact rating 250VAC/2A(AC1)min.10mA

KL3
1 +10V/max.3.5mA

电压输出，给外部设备提供电源

Voltage output, power supply for ext. device

2 +24V/max.30mA
电压输出，给外部设备提供电源

Voltage output, power supply for ext. device

3 4-20mA
模拟量输入，测量值 4~20mA，内阻 124欧

Analog input,measured value 4-20mA,Rin=124ohm

4 DIN

数字量输入 5~50VDC激活设备

有效电平：电压值＞3VDC；无效电平：电压值＜1.5VDC

Digital input 5-50VDC activate electronics

Active: voltage>3VDC; Inactive: voltage<1.5VDC

5 0-10V/PWM
控制 0~10V或 PWM输入，内部阻抗为 100K

Control input 0-10V or PWM,impedance 100K

6 GND
控制接口部分参考地

Reference ground for control interface

7 Tacho
输出：1脉冲/每转

Tach output: 1 pulse/revolution

8,9 RSA
MODBUS的 RS485接口 A

RS485 interface for MODBUS, RSA

10,11 RSB
MODBUS的 RS485接口 B

RS485 interface for MODBUS, RSB
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